CHANGE: ALTERTANE ANTI-ICING INFO AND TWYs NAME
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Acil ve zorunlu durumlarda Bagmuddurlikge farkl bir alan belirlenmemigse; Anti-Icing uygulamalari
asagida belirtilen sahalarda yapilacaktir.
Unless otherwise specified by the Airport Management Authority due to emergency and obligatory
conditions, anti-icing shall be conducted in the areas as stated below;

Tiim ugaklar ATC ile ilk temasta Anti-icing alip All aircrafts shall inform the ATC at first contact
almayacaklarini bildirmek zorundadir. if the anti-icing application will be applied or not.
1. F1, F2 6ncelikli olarak, ihtiyag halinde F (E3 kavsagi) 1. F1, F2 are primarily, if needed TWY F (E3 intersection)
ve F3, F4 taksiyollari anti-icing uygulama alanidir. and F3, F4 are anti-icing application area.
2. F Taksi yolu uygulama igin sira bekleme 2.As a line-up area for anti-icing application TWY F shall be
alani olup yer trafiginin uygun olmasi used. In case the ground traffic permits TWY D may be
durumunda D taksi yolu da kullanilacaktir. be used as a line-up area as well.
3. L Apronu A330-300 ve alti ugak tipleri igin 3. Apron L shall be used as alternate anti-icing
alternatifli olarak L1, L2, L3 ugak park sahalar anti-icing application area for A330-300 type aircraft on L1, L2 and L3
uygulama alani olarak kullanilacaktir. parking positions.
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